eletirocanali DISTRIBUTION BOARDS

MDISTRIBUTION BOARD SERIES 690

MAIN TECHNICAL FEATURES:

+ Distribution boards completely made of shock resistant technopolymer on ABS base.

* Protection degree IP65 with closed door.

+90° openable hinged door with holding position device to make maintenance operations easier.

* Galvanized steel mounted DIN rail, fixed to the bottom and adjustable in depth.

« Pre-cuts for conduit or cable inlet of different sizes. C €
« Screw caps for double insulation included.

« Reference Standards: EN 60670-1, EN 60670-24. @ |P65
- Single package in strong cardboard boxes suitable for transport and storage.

« Blank flanges with screws and gaskets included.

GREY RAL 7035

B Distribution boards for 4 sockets - 8 modules

ITEM TYPE EXTERNAL DIMENSIONS POWER LOSS PACKAGING
W xHxDmm (Watt) EN 60670-24 PIECES
EC69003 BLANK 200x430x95 13 1
EC69013 PRE-CUT 200x430x95 13 1
& EC69023 FLANGED 200x430x95 13 1

*Flanged version for ELETTROCANALI 16A sockets and similar with 60x60 mm hole centre distance

EC69003 EC69013 EC69023
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DISTRIBUTION BOARDS

B CHOICE TABLE FOR BLANK/PRE-CUT-FLANGED BOARDS

eletirocanali

SOCKET TYPE iéﬁi iéﬁi iéﬁi iéﬁi
VOLTAGE H H HER BN
IP44 IP44 IP67 IP67 IP44/65 | IP44/65 | IP44/65 | I1P44/65
IP DEGREE WFH | WFH | WOFH | WOFH
16A 16A 16A 16A 16A
RATED CURRENT ;g: ;g: ;g: 32A 32A 32A 32A 32A
63A 63A 63A 63A 63A
TYPE Mcl)-II-DEl'}/:_ES 2P 3P+® P4+@ 3P+D 2P+@ 3P+@ P+D 3P+®
BLANK PRE-CUT 2P+® 3P+N+® 3P+N+© 3P+N+© 3P+N+©
SOCKETS
EC69001
EC69011
aMobules| 9K oK oK oK NO NO NO NO
2 SOCKETS
EC69002
EC69012
aMopuLes|  ©K oK oK oK NO NO NO NO
3 SOCKETS
EC69003
EC69013
eMopuLes|  OK oK oK oK NO NO NO NO
4 SOCKETS
EC69004
EC69014
moputes  OK oK oK oK NO NO NO NO
3 SOCKETS
EC69005
EC69015
o vopues, 9K oK oK oK NO NO NO NO
6 SOCKETS
EC69006
EC69016
omobuLed 9K oK oK oK NO NO NO NO
8 SOCKETS
EC69045
FLANGED 12 MODULES|  NO NO NO NO oK oK oK oK
2 SOCKETS
EC69046
FLANGED 19 MODULES|  NO NO NO NO oK oK oK oK
3 SOCKETS
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